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Introduction:
A change in the mounting of a tube support bracket has been made to improve durability of a steering 
tube in the steering circuit. The tube and support are located in the front frame. The tube affected is in 
the steering oil supply line, supplying steering pump flow to the steering demand valve. The tube is 
supported on one end by the tube support bracket, which is cushion-mounted to the front frame. The 
mounting has been changed from cushion-mount to rigid-mount in order to reduce the vibration in the 
steering tube during operation.

Failure Part affected:  Tube, Steering � 426-62-21140

SUBJECT: STEERING TUBE FAILURE

PURPOSE: To prevent failure in steering tube due to unacceptable dynamic load stress.

APPLICATION: WA600-3L Wheel Loader Serial Number A52001 thru A52207

FAILURE CODE: 6B61AA

DESCRIPTION:
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Remove Parts

Please refer to Table 1 and Fig. 1 below. Remove the six U-bolt nuts (item 1) that secure the tubes to 
the bracket (item 5). Remove the cushion mounting hardware and bracket. It is not necessary to 
loosen any hydraulic connections. Remove the two M10 weld nuts (item 9) from the frame angle 
member with a disc grinder.

Figure 1

Table 1
Item Part Number Qty Description Remarks

1 01597-01009 6 NUT Remove and keep for re-installation
2 01435-01055 2 BOLT Remove
3 415-64-13120 4 WASHER Remove
4 419-43-17930 2 CUSHION Remove
5 426-62-23310 1 BRACKET Remove
6 426-62-21140 1 TUBE Retain in current position
7 426-62-18560 2 SPACER Remove
8 415-64-13130 2 CUSHION Remove
9 01580-01008 2 NUT Remove weld nuts with grinder
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Required Parts

The following parts are required to rigidly attach a new bracket to the front frame, thus providing a 
rigid support for the steering tube 426-62-21140.

Figure 2

Refer to page 4 for frame rework details.

Table 1
Item Part Number Qty Description Remarks

1 426-62-21340 1 BRACKET

2 01010-81225 2 BOLT

3 01010-81235 2 BOLT

4 01643-31232 4 WASHER

5 01573-22306 1 SEAT Front Frame Rework, see page 4

6 01580-01210 2 NUT Front Frame Rework, see page 4
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1.WELDING QUALITY TO CONFORM TOKES 04. 343. 
2.THIS DRAWING SHOWN COa-GAS ARC 

WELDING GROOVE DIMENSIONS AND LEG LENGTH. 
FOR MANUAL WELDING PERKES 04.351. 
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